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SHEET  NO.

DS-5
DATE: 9/01/2016
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NOTES:

1.   ALL DEPTHS ARE COMPACTED DEPTHS.

2.   PREPARE SUBGRADE BY CLEARING AND GRUBBING,

STRIPPING TOPSOIL AND PLACING GEOTEXTILE FABRIC.

3.   FILL FOR LIFT STATION SITE SHALL BE SAND

MECHANICALLY COMPACTED TO 95% MODIFIED PROCTOR

DENSITY IN MAXIMUM 12-INCH LIFTS LOOSE MEASUREMENT

TO ACHIEVE CORRECT GRADE.

GEOTEXTILE WEED

CONTROL FABRIC

NOT TO SCALE

8" COMPACTED LIMEROCK

BASE (MIN. LBR 100)

PER COUNTY SPEC. 2400

12" COMPACTED FILL/

PREPARED SUBGRADE
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NOT TO SCALE

PRESSURE TRANSMITTER (0-150)

ENDRESS HAUSER MODEL:

PMP71-AAC1P61RAAA

1

2

" S.S. BALL VALVE

PRESSURE GAUGE

(0-100 PSI)

1

2

" S.S. TEE

316 S.S. PIPE

FLOW

WELDED COUPLING

ON PIPE
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NOT TO SCALE

FRONT VIEWS

GROUNDING

RINGS (TYP.)

DIGITAL DISPLAY

ACCESS

REMOTE

ACCESS

(OPTIONAL)

DISCHARGE PIPING (TYP.)

EARTH

GROUND (TYP.)

REMOTE TRANSMITTER DEVICE

MOUNTED ON ALUMINUM

BACKBOARD WITH RAIN & SUN

SHIELD WITH ALUMINUM

CABLE STORAGE BOX BELOW

DEVICE.

CROSS SECTION 'A-A'

PLAN VIEW

THRUST BLOCK

NOTES:

1. VAULT & HINGED HATCH SHALL BE RATED FOR H-20 LOAD RATING.

2. 36" X 36" H-20 RATED ALUMINUM SINGLE LEAF HATCH WITH HINGES

LOCATED ON THE OPPOSITE SIDE OF DRIVE, WITH 316 S.S. PADLOCK BAR,

HOLD-OPEN ARM, AND SPRING ASSIST FEATURES.

3. ALL EXPOSED FASTENING HARDWARE & TIE RODS SHALL BE 316 S.S.

4. VAULT HEIGHT SHALL BE FIELD DETERMINED

COMPACT SUBGRADE TO

98% MODIFIED PROCTOR

REINFORCING SHALL BE DETERMINED

BY VAULT PROVIDER

LINK-SEAL

12" THICK COMPACTED

NO. 57 STONE

12" SQ

4" DEEP SUMP (TYP.)

SLOPE

30" MIN.

COVER

1'-6" POURED CONC. RING

4" THICK MIN. (TYP.)

36"

36"

FLANGED RESILIENT SEAT

GATE VALVE (TYP.)

TO

TRANSMISSION

MAIN

FDOT APPROVED

PRE-CAST REINFORCED

CONCRETE VAULT

(SEE NOTE 1)

6"

3'

(TYP.)

11

NOT TO SCALE

PUMPOUT FEMALE CAMLOCK

w/CAP (316 S.S.) SEE PUMP OUT

SCHEDULE ON SHEET DS-3.1

PUMPOUT

w/CAP

12" MAX.

LINK-SEAL

FROM

LIFT

STATION

FLOW

3'

A
A

TRANSMISSION

MAIN

        - 90° BEND

(FLANGED), 316 S.S.

DUCTILE IRON FLANGED

SPOOL PIECE

        DIAMETER SPOOL

PIECE (FLANGED), 316 S.S.

       FLANGED TEE

316 S.S.

PUMPOUT

w/CAP

PUMPOUT w/CAP

THRUST

BLOCK

±42" MIN.

(SEE NOTE 4)

ALUMINUM HATCH (SEE NOTE 2)

3"

±6" ROCK

Instructions:
Include this sheet as shown.

SEE NOTE #10 ON SHEET DS-0.1
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